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AK-1 RETAINER
BENEFITS

• Shorting clip to prevent potential misfiring 
during transportation

• Standard interface retainer compatible with all 
AK-1 connectors

FEATURES

• Retainer with integrated shorting clip compatible 
with initiators according to ISO 19072-1 and 
USCAR 999-U-002-1-Z02

• Covered shorting clip for improved protection 
and mating safety

• Selectively gold-plated contact points

• Interface with 3 codings according to NF R 13-483

TECHNICAL CHARACTERISTICS TEMPERATURE

APPLICATIONS

Interface AK-1

Ignitor types Type L, Type K

Shorting clip Yes

Grounding terminal No

Shorting clip material Copper Alloy

Passenger compartment
See back page for representative part numbers and packaging dimensions.

+85°C

-40°C

SHORT 
CIRCUIT 
RESISTANCE

< 100 mΩ
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CS-SP104-SRS-En0519

Product code Coding Color Part number

AK-1

A Blue 33501683

A Purple 33501684

B Green 33501685

C Orange 15522281

For the matching part numbers, please contact your Aptiv representatives.

Ignitor Type L* Ignitor Type K*
AK-1 Classic CPA** 
Squib Connector

*   Ignitors are not manufactured by Aptiv, please contact your usual supplier.
** Connector Position Assurance.

The dimension are in mm.

MATES WITH

DIMENSION MEASUREMENT SAMPLE


